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Aluminum Hex Suspension Tubes
  Used in steering and suspension systems, hex tubes are easy to install and easy to adjust. Available in 7/8" hex with 
5/8" threads tapped RH and LH, and 1-1/8" hex with 3/4" threads tapped RH and LH, tubes are black anodized for ap-
pearance and corrosion resistance. 6061 material.

Part No.  ALL56607-56744

Length 5/8" Thread 3/4" Thread
7" ALL56607 ALL56707

8" ALL56608 ALL56708

9" ALL56609 ALL56709

10" ALL56610 ALL56710

11" ALL56611 ALL56711

12" ALL56612 ALL56712

13" ALL56613 ALL56713

14" ALL56614 ALL56714

15" ALL56615 ALL56715

16" ALL56616 ALL56716

17" ALL56617 ALL56717

18" ALL56618 ALL56718

19" ALL56619 ALL56719

20" ALL56620 ALL56720

21" ALL56621 ALL56721

22" ALL56622 ALL56722

Length 5/8" Thread 3/4" Thread
23" - ALL56723

24" - ALL56724

25" - ALL56725

26" - ALL56726

27" - ALL56727

28" - ALL56728

29" - ALL56729

30" - ALL76730

32" - ALL56732

34" - ALL56734

36" - ALL56736

38" - ALL56738

40" - ALL56740

42" - ALL56742

44" - ALL56744


